L]

Two fie rods
with turnbuck les

Thread 6"

BLOCKING FOR 11.25° OR 22.5° VERTICAL BENDS

L

Four fie rods
with furnbuckles
Thread 67 —

BLOCKING FOR 45° VERTICAL BENDS

DIMENSION TABLE
TEST CONCRETE [CUBE
PIPE|PRESSURE | BEND | VOLUME |SIZE|TIE ROD| TIE ROD
DIA PSI ANGLE Ft3 Ft DIA  |EMBEDMENT
11.25° 6 1.8
q” 250 22.5° 12 2.3 %" 17"
45° 22 2.8
11.25° 14 2.4
6" 250 22.5° 27 3.0 %" 17"
45° 50 3.7
11.25° 25 2.9
8" 250 22.5° 48 3.6 %" 17"
45° 89 4.5
T1.25° 38 3.4
10" 250 22.5° 75 4.2 % 17"
45° 139 5.2
11.25°[ 55 3.8 o B
12| 250 22.5°] 108 | 4.8 78 17
45° 200 5.8 7 24"
11.25° 75 4.2 % 17"
147 250 22.5°| 147 5.3 A 20"
45° 272 6.5 1 27"
11,25° 98 4,6 A 17
16" 250 22.5°| 192 5.8 s 24"
45° 355 T 1V 30"
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